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THE REKORD RADIO-PHONOGRAPH

M. Gerkin, V, Stolyarov

Toward the exnd of 195G, & group in one of the pla. ts of the Ministry of the i
Commun{cations Equipment Industry completed the design of the Rekord radio-phon-~
©graph, ari mass produstion began,

All radio-phonographs previously produced by Scviet industry (e.g., the
Ural an® Minsk) incorporated Class II receivers. The Rekord radio-phonograph
uses a 2.ass~I11 Rekord-k7 reseiver with improved electrical and operati aal
characteristics,

The Rekord ig a table model in a varnished wood cabinet with an opening in
the top cover. The cabinet contains the five-tube receiver, a loud-speaker, ard
record plsyver, which consists of a synchronous-drive motor, turntable , and an
electromagnetic pickup.

The design of the csbinet and record player makes it possible to play a rec-
ord up to 300 mm in diameter when the cover of the cabinet is shut, The radio-
baonograph can be suppiied from a 110-127 v or 220 v ac line,

CIRCUIT

The receiver has five tubes, including the rectifier. The frequency con-
verter 1s a 6A10 (6SAT), the 1-f amplifier, a GKOM (6K7), the detector and pre-
liminary af amplifier, a 6G, and the output stage, a 6V6 beam tetrode. A 6X5 in
8 half.wave rectifier circuit is used for plate supply of the receiver,

The recelver has three bande, long wave (150-41C ke), medium vave (520.1620
ke), and short vave (4.48-12,1 Me). '
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The 1-£ {s 110 ke, The receiver input can be comnected to any single-wire '
antenna. The chassis must not be grounded since line voltage is applied to the :
chaseis when the recelver ig connected to the line,

! Russian Editor's Note 1
H H—__'—_

, This radio-phonograph, vhich uges the improved Rekord-47, gives entirel&
i satisfactory Performance and ig ce:

rtain to gain widespread ropularity,

To improve performance, it would be advisab

le to replace the synchronoug
motor of recent design,

used in the new Ural-49 radio-phonograph,
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